
R プッシュつまみPK - 03  　　　         取扱説明書
この度は弊社製品をお買い上げいただき誠にありがとうございます。
取り付け作業に当たっては本書をよくお読みのうえ、正しく取り付けてご使用いただくようお願いいたします。
取り付け後は、お使いになる方が本書を保管してください。

取付手順
扉の指定位置に穴加工をします。（図1、図2参照）
扉表面からつまみ部を差し込み、扉裏面よりつまみ用キャップを回り止め位置を合わせてはめ込み、付属
ねじB (M3×20) により締め付けます。（推奨締付トルク：4kgf・cm）
必要以上に締め付けると破損の原因となります。（図1参照）

注意　
※印図2は扉厚26～35mm用を示しておりますが、扉厚15～25mmの穴にも必ず加工してください。
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使用方法
つまみを押し込むとフラットになり、ふたたび押し込むとつまみがでて
きます。

図2　取付穴加工図
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図1　仕様図
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R INSTRUCTION  MANUAL
PUSH  KNOB (PK-03) 

HOW TO USE
 A single push of the knob head will conceal it. Another push will 
 activate the knob.

Be sure to read prior to installation

̶MORTISE TYPE̶

Fig.1 Specifications
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DOOR HOLE PROCESSING

NOTE :The above picture shows in case of right side latching (with hinges on left side of door).
            For left side latching (with hinges on right side door) it is in symmetrical position. 

Fig.2 Bore dimensions
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INSTALLATION PROCEDURE
If door thickness is less than 15 mm, contact our staff.

　Bore the hole in the specified location on the door. (Refer to Fig. 1 & 2)
　Push the knob into the hole from the door surface, and set the back side corner from 
　the door's back surface, aligning with the push knob location. Fasten tightly enough 
　to stabilize, by using the screws provided (B)M3×20. (Recommendable fastening 　
　torgue : 4kgf・cm) Fastening too tight may result in later damages.

NOTE : Figure 2 illustrates bore dimensions that must be used for the installation of 
 doors with a thickness of 15 − 20 mm as well as 26 − 35 mm.
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