
取り付け前に本書をよくお読みください。

■部品構成
■対応ガラス扉質量：20kg以下
■対応ガラス扉幅：650mm以下
■対応ガラス扉高さ：2000mm以下
ガラス扉加工図（寸法単位はmm）

ガラス丁番 GH-PSL40

■取付方法
1. セッティングブロックなどを用意し、ガラスをその上に寝かせます。
2.パッキン（１）をガラスの丸穴および切欠きに合わせて貼り付けた後、本体をガラスに差し込みます。
3. カットチューブＡ（内径７）を切欠き穴に挿入します。
また、チューブBを丸穴に挿入します。
※チューブがガラスから外に出ないように挿入してください。

4. パッキン（２）をガラスに取り付けます。
5. 本体カバーを取り付け、ねじでしっかり固定してください。
扉の反対側も同様に取り付けます。

6. 軸部を本体に差し込みます。
7. 軸部の中心位置を決め、軸部を筺体底面・上面に取り付けます。
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Read all instructions carefully for proper installation.

■Construction
■Door weight: Max.20kg
■Door width: Max.650mm
■Door height: Max.2000mm

Glass cut out drawing (Unit: mm)

GLASS DOOR HINGE GH-PSL40

■Hinge installation
1. Place the glass on a setting block or the like.
2. After setting the packing (1) aligning to circular hole and notch, insert the main unit to the glass.
3. Insert cut washer (A) (inside diameter 7 mm) into notched hole. Insert washer (B) into a circular 
hole.

 *Make sure that the washers are fully fitted inside the glass.
4. Install packing (2) on the glass.
5. Install main unit cover and fix it with screws firmly.

 Work another side similarly.
6. Insert the pivot into main unit.
7. Determine the center position of the shank and install pivots at top and bottom of the hinge.

Packing(2)

Washer

Pivot

Cut washer A

Packing 1

Main unit

Main unit cover

Glass: thickness 8mm

Phillips-head screw M5X10

Washer B
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