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HG-JHM20 DAMPER HINGE INSTALLATON INSTRUCTIONS (For wood use.) 

Read instructions thoroughly before installation.

Caution : ●For indoor use only.
　　　　　 ●Not water resistant.
　　　　　 ●Do not use in high temperature environment. 

No. Part Name Qty.

Mounting Plate 
L/R 1 
each

Damper Bracket 
L/R 1 
each

Cover 2

Screw (4×20) 12
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  (Lid, 90°open position)
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Pilot holes

16

W= Main Body, inside dimension(-)6mm 

Item Cover 
color

Damper Torque 
N・m (kgf・cm)

HG-JHM20-80BL black 6～ 8
 (61.2～ 81.6)HG-JHM20-80WT white
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2
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PARTS :

Maximum Torque Moment Calculations Lid Preparation

Installation Diagram 
 
 (Lid, closed position)

T =ｍ×9.8×L
 T ： Maximum lid torque (N·m)
 ｍ ： Lid weight (kg)
 L ： Distance from rotation centre to lid centre of gravity (m)
   L = D/2－A
 D ： Lid length (m)
 A ： Length of lid back from rotation centre (m)

(Dimension A= 34～38mm）

(Calculation example)
When D = 0.45 m, A = 0.036 m, ｍ = 4.32 kg

≒ 8 N・m
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    of the lid and rotation center

B: Gap distance
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Rounded back edge reduces 
the gap (B).

Installation

1. Mounting Plate Installation
（1）Please drill 10mm hole of 2.5mm diameter as shown.
（2）Fix location of mounting plate　 with provided screws.　

＊： Given dimenssion when the upper part of lid and side
       pannel are flash.

2. Bracket Assembly

3. Lid and Bracket Cover Installation
(Refer to diagram below.)
（1）Insert the lid vertically and mount onto brackets.  
（2）Fix with provided screws.
　　Close and open lid to check working damper.  
（3）Slide covers onto brackets.

Box

Lid

Cover

Screw

「Ｒ」 Damper Bracket

「Ｌ」 Damper Bracket

Bracket

Damper Axis (White)

Damper Axis (Grey)

A+B 21.3

Center Point

Stopper for open lid

18
.5

t - 4＊

Rounded Lid Edge

Damper Bracket 「L」
Damper Bracket 「R」

Tilted cut

Tilted cut reduces the gap (B).
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・Above example shows the lid of 20mm thickness.
・Make sure that the gap C when the lid is open is

1mm or more.
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